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TECHNICAL DESCRIPTION 

 
ANTI-THEFT HEAVY DUTY STORM WATER DRAIN COVERS 560x810mm 

 

 
 
 

ASCO INDUSTRIAL GRATINGS anti-theft storm water drain covers are made from 
structural steel according to EN 10025, hot-dip galvanized according to EN ISO 1461, 
consisting of: 

-Frame made from angle profile L60x60x6mm with holes for fixing grating and with 
anchors from bended flat bar 5mm secured in concrete; 

-Interpenetrated gratings with bearing bar 50x8 mm, cross bars Φ8mm, with pitch 
43x83 mm, which opens ~ 120 ̊; 

-Special Bolts (2pieces). 
 
Grating cannot be removed after frame installation in concrete 
 
Gratings are suitable for point load, 10 Tons/Wheel, according to clear span and 

calculations for bearing bar and pitch dimensions (RAL GZ 638). 
 

Anti-Theft Heavy Duty storm water drain covers follow the following standards: 
-Loads according to DIN 1072 Classes; 
-Hot-dip galvanized according to EN ISO 1461. 

 
Anti-Theft Heavy Duty storm water drains are suitable for vehicles use, such as: 
On roads, bridges, parking areas, national roads, factories, ports, etc. 

 
 
 
 
 
 
 
 
 
In case of questions concerning the products of ASCO INDUSTRIAL GRATINGS please contact our Technical 
Department.  
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FISA TEHNICA 

 
CAPAC CANAL CU DISPOZITIV ANTIFURT 560x810mm 

 

 
 

Capacul de canal antifurt ASCO INDUSTRIAL GRATINGS este fabricat din otel pentru 
constructii conform cu EN 10025, zincat la cald conform ISO 1461, compus din din: 

- rama din cornier L60x60x6mm cu gauri pentru fixare gratar si cu praznuri din tabla 
indoita pentru fixare in beton groase de 5mm; 

- gratar intretesut cu platbenzi 50x8mm, bare secundare, in functie de solicitarile 
cerute, gratarul se deschide ~120 ̊; 

- suruburi speciale (2 buc). 
 

Gratarul nu poate fi indepartat dupa fixarea in beton 
 

Gratarul rezista la o sarcina concentrate de 10 Tone/roata, conform calcule in functie 
de incarcarea concentrata (kg/roata) si tinand cont de deschiderea libera, platbanda de 
rezistenta si interax bare conform cu RAL GZ 638. 
 

Gratarele capac antifurt indeplinesc urmatoarele standarde. 
-Incarcare conform DIN 1072 Classes 
-Zincare la cald conform ISO 1461. 

 
Capacele de canal antifurt sunt recomandate pentru trafic auto, cum ar fi: 
Drumuri, Poduri, Parcari, Fabrici, Porturi, etc. 

 
 
 
 
 
 
 
 
 
Pentru informati suplimentare contactati ASCO INDUSTRIAL GRATINGS – departamentul tehnic. 
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