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TECHNICAL DESCRIPTION

INTERPENETRATED FENCE GRATINGS PITCH 53x132MM
FOR SCHOOLS & PLAYGROUNDS
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VIEW WITH BASE IN CONCRETE

ASCO INDUSTRIAL GRATINGS fences anti-climbing with pitch 53x132mm are made from
Interpenetrated gratings with pitch 53x132mm, with vertical bars 25x2 or 25x3 mm, side bars 25x4
or 25x5 mm, cross bars ®5 or ® 6, fastened on posts by bolts M8x30 mm; with posts flat bar 8mm
thickness or IPN, with base or extra down part for installation in concrete. All materials are made
from structural steel according to EN 10025 and hot-dip galvanized according to EN ISO 1461.

Freeheight H =...... mm

Fence height H1=........... mm

Post type (for example Flat bar 50x8 mm with base) ...............

Stainless steel antitheft bolts M8x30 mm.

Anchor bolts galvanized M8x90 mm.

Linear meters ...............

Additional security systems (fill in the appropriate box if required)

1.Welded spiked flat bars on the upper part (on every vertical bar or every second one).
2.Welded jagged edges on the upper part.

3.With barbed wire (2-3 or even more rows) and suitable posts.

4.With concertina (razor wire) and suitable posts.

5.With inclined upper fence part.

6.With extra supporting structure (struts for big height)

7.0ther (see notes)
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FISA TEHNICA

GARDURI DIN GRATARE INTRETESUTE CU INTERAX 53X132MM
GARDURI IMPREJMUIRE SCOLI & LOCURI DE JOACA

GARD DIN GRATAR
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Gardurile ASCO INDUSTRIAL GRATINGS din gratare intretesute impotriva escaladarii cu
interax 53x132mm, cu platbenzi verticale 25x2 or 25x3 mm, platbenzi inchidere 25x4 or 25x5 mm,
bare transversale ®5 sau ® 6mm, prinse de stalpi cu suruburi M8x30 mm; cu stalpi din platbenzi
groase de 8mm sau din IPN, cu placa de baza sau prelungire in partea de jos pentru incastrare in
beton. Materialul de baza este otel structural conform cu EN 10025 si zincat la cald conform cu EN
ISO 1461.

Inaltimegard H =... mm

Inaltime panou H1=............ mm

Tip stalp (de exemplu platbanda 50x8 mm cu placa de baza) ...............

Suruburi antifurt din inox M8x30 mm.

Ancore zincate M8x90 mm.

Lungime in metri ...............

Sisteme de securitate suplimentare (de bifat casuta corespunzatoare daca este necesar)

1.Bare ascutite la partea superioara (in dreptul fiecarei platbenzi sau pe fiecare a doua platbanda). L1
2.Platbanda zimtata sudata la partea superioara. 1
3.Cu sarma ghimpata (2-3 sau mai multe randuri) si stalpii potriviti. ]
4.Cu sarma concertina (sarma cu lame) si stalpii potriviti. 1
5.Cu partea de sus a gardului inclinata. —1
6.Cu structura suport suplimentara (stalp inclinat pentru inaltimi mari) 1
7.Altele (vezi notele) —1
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Pentru informati suplimentare contactati ASCO INDUSTRIAL GRATINGS - departamentul tehnic.
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