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TECHNICAL DESCRIPTION 

INTERPENETRATED FENCE GRATINGS PITCH 66x132MM H=2000mm 
 

 
ASCO INDUSTRIAL GRATINGS interpenetrated fence gratings are made with pitch 

66x132mm, with vertical bars 25x3 mm, side bars 25x5 mm, cross bars Φ5, fastened on posts by 
bolts 3x M8x30 mm; with posts IPN 80, with base plate 150x150x8mm. All materials are made from 
structural steel according to EN 10025 and hot-dip galvanized according to EN ISO 1461. 

Free height      H   = .2000 mm 
Fence height   H1 = 1900 mm  
Post type IPN 80 with base plate 150x150x8mm 
Stainless steel antitheft bolts M8x30 mm (3pieces / post). 
Anchor bolts galvanized M8x90 mm (4 pieces / post). 
 
Weight / meter ~27,70 kg/m (theoretical weight hot-dip galvanized, for 1 fence &1 post) 
 
Length in meters ...............  

 
 
 
 
 

In case of questions concerning the products of ASCO INDUSTRIAL GRATINGS please contact our Technical Department.  

Notes: ………………………………………………………………………………………………………… 
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FISA TEHNICA 

GARDURI DIN GRATARE INTRETESUTE CU INTERAX 66X132MM H=2000mm 
 

 
Gardurile ASCO INDUSTRIAL GRATINGS din gratare intretesute impotriva escaladarii cu 

interax 53x132mm, cu platbenzi verticale 25x2 or 25x3 mm, platbenzi inchidere 25x4 or 25x5 mm, 
bare transversale Φ5 sau Φ 6mm, prinse de stalpi cu suruburi M8x30 mm; cu stalpi din platbenzi 
groase de 8mm sau din IPN, cu placa de baza sau prelungire in partea de jos pentru incastrare in 
beton. Materialul de baza este otel structural conform cu EN 10025 si zincat la cald conform cu EN 
ISO 1461. 

Inaltime gard      H   = 2000 mm 
Inaltime panou   H1 = 1900 mm  
Tip stalp IPN80 cu placa de baza 150x150x8mm 
Suruburi antifurt din inox M8x30 mm. 
Ancore zincate M8x90 mm. 
 
Greutate / metru ~27,70 kg/m (greutate teoretica material zincat la cald, pentru 1 panou & 1 

stalp) 
 
Lungime in metri ...............  

 
Pentru informati suplimentare contactati ASCO INDUSTRIAL GRATINGS – departamentul tehnic. 
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