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TECHNICAL DESCRIPTION 

 
INTERNAL ATHLETIC FIELD FENCES 
VARIABLE PITCH, HIGH VISIBILITY 

 
ASCO INDUSTRIAL GRATINGS internal athletic field fences: 
- Are designed for high visibility, resistance and free height 2160 mm; 
- Are made from Interpenetrated gratings with variable pitch (76-106-146 x 76 mm 

axial), with horizontal bars 30x5 mm, side bars 30x5 mm, cross bars Φ6 mm with 
basic dimensions for lower side 1610x1992 mm, fastened on posts by 3 bolts 
M8x30 mm; 

- With top inclined part from Interpenetrated gratings with pitch 146x9 mm, with 
horizontal bars 30x5 mm, side bars 30x5 mm, cross bars Φ6 mm, basic 
dimension 444x1992 mm, fastened on posts by 2 bolts M8x30 mm; 

- With posts IPN 100 mm (2160+500 mm), with inclined top part and extra down 
part for installation in concrete. 

All materials are made from structural steel according to EN 10025 and hot-dip 
galvanized according to EN ISO 1461. 

Weight in fence length ~ 43,0 Kg/m (theoretical weight hot-dip galvanized, for 1+1 
fence & 1 post) 

Length in meters: …….. 
 
 
In case of questions concerning the products of ASCO INDUSTRIAL GRATINGS please contact our Technical 
Department.  
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FISA TEHNICA 

 
GARDURI IMPREJMUIRE TERENURI SPORT 

INTERAX VARIABIL, VIZIBILITATE CRESCUTA 

 
 Gardurile imprejmuire terenuri de sport ASCO INDUSTRIAL GRATINGS: 

- Sunt proiectate pentru vizibilitate crescuta, rezistenta si o inaltime de 2160mm; 
- Sunt executate din gratare intretesute cu interax variabil (76-106-146 x 76 mm), 

cu bare orizontale 30x5mm, bare laterale de inchidere 30x5 mm, bare verticale 
Φ6 mm cu dimensiuni de baza 1610x1992 mm pentru panoul de jos, prinse de 
stalpi cu 3 suruburi M8x30mm; 

- Cu partea de sus inclinata, executata din gratare intretesute cu interax 146x99 
mm, cu platbenzi dispuse orizontal 30x5 mm, cu platbenzi de inchidere 30x5 mm, 
cu bare verticale Φ6 mm, cu dimensiuni de baza 444x1992 mm, prinse de stalpi 
cu 2 suruburi M8x30mm; 

- Cu stalpi INP100 (2160 + 500 mm), cu partea inclinata sus si o parte 
suplimentara pentru montare in beton. 

Toate materialele sunt din otel structural conform cu EN 10025 si zincate la cald 
conform cu EN ISO 1461. 
 Greutatea pe lungime gard ~43kg/m (greutate teoretica material zincat la cald, 
pentru gard 1+1 & 1 stalp) 
 Lungimea in metri: …….. 
 
Pentru informati suplimentare contactati ASCO INDUSTRIAL GRATINGS – departamentul tehnic. 
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