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TECHNICAL DESCRIPTION 

 
STAIR TREADS (STEPS) – 800x240MM 

 

 
 

 
Stair treads ASCO Industrial Gratings with dimension 800x240mm are made from forge-

welded gratings with bearing bars 30x3mm, pitch 34x38mm, cross bar twisted S,3mm 
(SP30x3/34x38/S4,3mm), according to DIN 24531-1 and EN ISO 14122-3.  

Tolerances and calculations are done according to RAL GZ 638.  
Tolerances: A: 0 / -3; B= +5 / -5 mm. 
 
One stair tread it's composed from grating (1), anti-skid nosing (2) and side plates 

3x70x240mm (3). 
Raw material (steel strips and twisted or round cross bars) is S235JR according to EN 

10025. After the product has reached its final form, it will be hot-dip galvanized according to ISO 
1461. 

 
Dimensions:  A = 800mm 
  B = 240mm 
  X = 130mm 
Weight / piece: ~5,70kg/piece (theoretical weight hot dip-galvanized) 

 
The treads are bolted on the stringers with galvanized bolts M12x35mm. 

 
 
In case of questions concerning the products of ASCO INDUSTRIAL GRATINGS please contact our Technical 
Department.  
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FISA TEHNICA 

 
TREPTE DIN GRATARE – 800x240mm 

 

 
 
 

Trepte ASCO Industrial Gratings sunt executate din gratare electrosudate cu platbenzile de 
rezistenta 30x3mm, interax 34x38mm, bare transversal din profil rasucit S4,3mm 
(SP30x3/34x38/S4,3mm), conform cu DIN 24531-1 si EN ISO 14122-3.  

Tolerantele si calculele respecta RAL GZ 638. Tolerante: A: 0 / -3; B= +5 / -5 mm. 
 

O treapta este alcatuita din gratar (1), profil antialunecare (2) si placi de capat 3x70x240mm 
(3). 
 

Materia prima (tabla si profilele rasucite sau profilele rotunde) este S235JR conform cu EN 
10025. Dupa ce treptele ajung la forma finala, acestea vor fi zincate la cald conform ISO 1461. 

 
Dimensiuni:  A = 800mm 
  B = 240mm 
  X = 130mm 
Greutatea / bucata: ~5,70kg/buc. (greutate teoretica zincat la cald) 
 
Treptele sunt prinse de grinzile de vang ale scarilor cu suruburi zincate M12x35mm. 

 

 

 
Pentru informati suplimentare contactati ASCO INDUSTRIAL GRATINGS – departamentul tehnic. 
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