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TECHNICAL DESCRIPTION 

 
SWING GATES 

 
ASCO INDUSTRIAL GRATINGS swing gates, with gratings similar to fences, are 

available in customers dimensions, in various heights and lengths, made from structural 
steel according to EN 10025, hot-dip galvanized according to EN ISO 1461. 
Swing Gates are suitable for vertical applications, such as: 
Buildings, athletic facilities, hospitals, schools, military camps, ports, etc. 
 

Our gates are accompanied by heavy duty hinges, safety locks & handles. 
 
We need to know: 
Clear building opening AxB = ........         mm 
Opening direction: (for example: left outside). 

 
Additional security systems can be adapted to all of our gates (see fences): 
- Welded spiked flat bars on the upper part; 
- Welded jagged edges on the upper part; 
- Barbed wire.       

 
Also swing gates automation systems can be installed to all of our gates (notification 

from the beginning). 
 
 
In case of questions concerning the products of ASCO INDUSTRIAL GRATINGS please contact our Technical 
Department.  
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FISA TEHNICA 

 
PORTI BATANTE (SIMPLA & DUBLA DESCHIDERE) 

 
Porțile batante ASCO INDUSTRIAL GRATINGS cu grătare asemănătoare cu 

gardurile sunt disponibile la dimensiunile cerute de clienți, într-o varietate de înălțimi şi 
lungimi. Porțile batante sunt realizate din oțel structural conform cu EN 10025 şi zincate la 
cald conform cu EN ISO 1461. 

Porțile batante sunt potrivite pentru aplicații verticale, cum ar fi: 
Clădiri, facilități sportive, spitale, școli, tabere militare, porturi etc. 
Porțile noastre sunt susținute de balamale rezistente, încuietori și mânere de 

siguranță. 
 
Ne trebuie urmatoarele informatii: 
Deschidere liberă a locatiei AxB = ........         mm 
Direcția de deschidere: (de exemplu: stânga in exterior). 

 
Sistemele de securitate suplimentare pot fi adaptate la toate porțile noastre 

(vezi garduri):   - Bare ascuţite sudate la partea superioară; 
  - Platbandă zimţată sudată la partea superioară; 
  - Sârmă concertina. 
 
De asemenea, pe toate porțile noastre pot fi instalate sisteme de automatizare porți 

batante (notificare de la început). 
 
 
Pentru informati suplimentare contactati ASCO INDUSTRIAL GRATINGS – departamentul tehnic. 
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